
Designed for maximum efficiency on  
Sesame® film tape operations.

Dry End Tape Applicator

PACKAGING

H.B. Fuller’s Dry End Tape Applicator is designed to dispense our product effectively on the 
surface of the running web. Each unit monitors and adjusts tension based on the line speed 
of your process. This easy-to-install and user-friendly applicator can provide production 
efficiency and a business advantage.

•  Efficient tension control: An independent braking system monitors and applies optimal 
pressure to control tension.

•  Long-lasting and flexible: Designed for heavy industrial use with custom parts that  
are resilient in high-heat and high-speed environments. It can also be configured to run 
other products.

•  Easy installation and worry free: All of H.B. Fuller’s equipment is installed and 
maintained by our technical specialists.  

IMPORTANT: It is the user’s responsibility to test and determine the suitability of a product for the user’s intended use. Any product samples provided for testing are provided in 
accordance with standard limited warranties as stated on our technical data sheets. 

Sesame® is a trademarks of H.B. Fuller Company and are registered in the U.S. and other countries.  
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Dry End Tape Applicator

Dimensions
L29" x W14" x H39" 

L736.6mm x W355.6mm x H990.6mm

Weight 51 lbs / 23.1 kg

Tape Core Size 6" / 152.4mm core

Mounting 3" / 76.2mm square extrusion

Maximum Speed Up to 1,000 fpm

Minimum Center-to-Center Distance
14" / 356mm 

8" / 203mm with modifications

Dry End Tape Applicator shown on a support stand.

System stabilizes each unit.


